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PRODUCING PLANTS:

Core Form.la:

{Lbs./M sq.it.)

Board Stucco

Glass Fiber \
Paper Fiber \
Starch

Perlite Null-A-Fire (c.f./M)

*Soop

Lignin

Ground Gypsum

Rehydrated Gypsum
Potassium Sulfate
Retarder (Rosario only)
Hydrated Lime

*MNote 1.
*Note 2.

Paper Liners

~
— e

LONG BEACH, ANTIOCH, SEATTLE, ROSARIO

i

~

1. Manila ond greybock paper.

ALL PLANTS {Except us noled) ANTIOCH

(51 ond 5-2)
(Rosario

(B-G-1)
(8-G-1)

(RM-B-11)

- (B-G-~1)

tB-\G-i)

(Rosario
(B-G-1)

(B-G-1) "

(Rosario

(8-G-1)

(8-G-1)
(B-G-1)

(RM~-P-3)

Formula shall corform to U.L. Coede No
At Antioch, Hercules soop is preferred. Ultrawet usage range - 0.2 - 0.6.

1900 - 2150
1960 - 2175)

6.0-6.5
0-12.0

?.0-12.5

6.0-7.0

1

0.3-1.5
0.6 -2.0;

oS

0-4.0

40.0 maximum

None)
0- 24

2.0 maximum

0.75 "

A,

0.-1.13

. 3543.

1850 - 2150

6.0-6.5
None

9.0-15.0

6.0-7.0

2.0-3.5

0-4.0

130,0 maximum

None

2.0 maximum

0-1.13

2. For 5/8" x 24" face board for Moveable Partitions, vse following width paper:

*Denotes additions and changes.

Manila -

Greyback -

27 inches

23-1/4 inches

KG2001311



